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1 Introduction   

Synthetic Aperture Radar (SAR) was first developed for long range mapping and 

surveillance, geological mapping and monitoring Earth surface  (Freeman, et al., 1994). SAR is a 

progressive remote sensing technology used to retrieve the characteristics of Earthôs surface 

targets, which also has capabilities to acquire the data during all weather conditions, day and night 

imagining capability. The SAR sensors are designed for stable operations, equipped with 

capabilities to capture multi-frequency, multi-polarized data with different acquisition modes such 

as Interferometric swath mode (IW), Extra wide swath (EW) mode, Ground Range Detection 

(GRD) mode. SAR is an active microwave radar system, transmitting horizontal or vertical 

polarized signal towards the target and receives backscattered energy from the target. Single 

polarization radar system transmits horizontal (HH) or vertical (VV) polarization signal and 

receive signal in the same polarization. In case of dual pol. or full pol. radar system, the signal is 

transmitted alternatively in both the polarization channels but receives simultaneously the signal 

from the target in both the polarization channels. In hybrid pol. radar system, circular polarized 

pulse either left or right circular signal is transmitted in horizontal or vertical direction, and 

backscatter is received in both the polarized channels. These unique microwave characteristics i.e., 

linear polarization, circular polarization, etc., helps in retrieving additional information about the 

target. The pixel imaged contains both amplitude and phase information which can be related to 

the geophysical parameter(s) of the target. Usually the amplitude information is used to extract 

properties of the imaged target by the radar while phase information is being used in 

Interferometric SAR and Polarimetric SAR data applications. 

 

The data quality and applications using space-based SAR system are rapidly improved even 

with un-calibrated images in the past. Though in earlier years radiometric calibration of SAR 

image was secondary (Freeman, et al., 1994), with rapid development in SAR sensors, geometric, 

radiometric and polarimetric calibration has become mandatory. The radiometric calibration is 

relating the radar backscatter response of the target to the radar backscatter value of the target 

within the SAR image. The radiometric calibrated images are required; for comparison with 

different sensor, extraction of geophysical properties from the target response. Recent advances in 

calibration techniques made SAR data, represents normalized radar cross section (RCS). The 

advantage of different polarized SAR data is achieved, unless the different channels can be 
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compared with one another  (Freeman, et al., 1998). While in case of Polarimetric radar (HH, HV, 

VH, VV) data gives amplitude and phase information from the behaviour of the scattered waves 

from a target. The distortion may occur in the phase and amplitude information of a target. 

 

Usually in dual polarized sensors, errors such as fluctuations in the transmitted power and 

receiver gain, illumination antenna pattern and system noise are observed. The mentioned errors 

are accounted in radiometric calibration correction. To extract the behaviours and properties of the 

target, normalization is required to estimate radar cross section (RCS) or backscatter coefficient 

on a pixel by pixel basis for targets being imagined by the radar and also known as radiometric 

calibration (Freeman, et al., 1998). To verify the accuracy of the dual pol data, radiometric 

calibration is made and ensured that the data is calibrated with known calibrated targets such as 

corner reflectors or transponders  (Freeman, et al., 1994). While in case of airborne or spaceborne 

quad (full) pol. SAR data, Channel imbalance and Cross talk are the errors observed. The 

parameter which obstructs this comparability of measurements from different polarisation 

channels is known as channel imbalance. The channel imbalance represents both amplitude 

imbalance and phase imbalance (Abhisek, Shashi and Valentyn 2019). To reduce the undesirable 

attenuation by a polarized channel on the measurements of other polarized channels, isolation of 

the polarization channels is required. Cross talk is defined as distortions in the polarimetric data 

due to improper channel isolation. To minimize the error in RCS estimation for PolSAR data, 

radiometric calibration has to be applied. To ensure the cross-pol reciprocity and to minimize the 

error due to imperfect isolation of polarimetric channels, calibration techniques for minimisation 

of crosstalk and channel imbalance are adopted (Freeman, et al., 1995).  

The SAR image quality depends on spatial resolution, PSLR and ISLR of the target response 

(Dadhich, et al., 2018). Spatial resolution in azimuth and range direction, Peak and Integrated side 

lobe ratioôs (PSLR & ISLR) are obtained during radiometric calibration. PolSAR data assumes 

backscatter symmetry and is based on statistical comparison of the data with ideal theoretical 

models (Pottier et al., 2007)  
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2 Objectives 

The objectives of this scientific report are: 

¶ Stability analysis for corner reflectors deployed in Surat Basin, Australia. 

¶ Radiometric and Polarimetric calibration of airborne UAVSAR L-band data. 

¶ Gamma Naught stability analysis carried out for Amazon Rainforest and Canadian Boreal 

forest. 

3 Study Area 

3.1 Stability analysis for corner reflectors deployed in Surat Basin, Australia 

  

Figure 1: Deployed corner reflectors (1.5m) at Surat basin calibration site, Australia. 

 

The corner reflectors have been deployed in paddocks belongs to a sheep grazing company 

near Gunning, North of Canberra which is approximately 55km (Figure 1) situated in North-

Eastern Surat basin in Queensland, Australia. The calibration site is characterized by hilly and 

surrounded with trees, dense vegetation, buildings, metallic boundary fences and infrastructure. 

These corner reflectors are maintained by the Australian Geophysical Observing System (AGOS) 

and are used for calibration of Synthetic Aperture Radar (SAR) sensors mainly X and C band. This 

facility offers reliable means to perform ongoing radiometric, geometric, and impulse response 
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measurements for calibration of Synthetic Aperture Radar (SAR) instruments on space borne or 

airborne platforms (Garthwaite, et al. 2015). 

 

3.2 Radiometric and polarimetric calibration of airborne UAVSAR L-band data, Rosamond, 

USA 

The Rosamond dry lake placed between Antelope Valley and Mojave Desert in the southern 

California state, USA (Figure 2). It is naturally formed dry lakebed with a large flat surface of 

35km2. This site is best suited for calibration purpose, because the study area is characterised by 

least amount of vegetation and the surface has curvature variation of less than 40 cm (Abhisek, 

Shashi and Valentyn 2019). At the dry lake, array of trihedral corner reflectors of different sizes 

(4.8 m, 2.4 m, 0.7 m) have been deployed for calibration purpose (L band, P band and Ka band 

sensor respectively). For L band there are 10 CR with East facing (350 heading) and 13 CR with 

West facing (-170 heading) with respect to North (Ronald, Elaine and Alex Fore 2015).  Figure 3 

shows the response of trihedral corner reflectors of SLC image (HH-pol.) 

 

 

Figure 2: Google Earth image showing study area footprint (left image) and display of deployed 

corner reflectors at Rosamond dry lake bed (right image). 
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Figure 3: SLC image of HH-pol showing corner reflectors deployed at Rosamond dry lake 

 

3.3 Gamma Naught stability analysis over Amazon Rainforest and Canadian Boreal Forest 

 Amazon Rainforest is widely used as distributed target site for Synthetic Aperture Radar 

(SAR) calibration (Figure 4). Amazon Rainforest is a moist broadleaf forest in the Amazon 

biome that covers most of the Amazon basin of South America. It is geographically located at 

3.4653° S, 62.2159° W. This basin encompasses 7,000,000 km2 (2,700,000 sq. mi), of which 

5,500,000 km2 (2,100,000 sq. mi) are covered by the rainforest. This region includes territory 

belonging to nine nations. The majority of the forest is contained within Brazil, with 60% of the 

rainforest, followed by Peru with 13%, Colombia with 10% and with minor amounts 

in Venezuela, Ecuador, Bolivia, Guyana, Suriname and French Guiana. Although it is a natural 

dense rainforest, deforestation and fires are reducing the current forest coverage, and also 

widespread tree mortality. The response of this site in radar data shows a remarkably high degree 

of homogeneity over a large area, but still it has some spatial and temporal variability due to 

deforestation effects and seasonal variability which impacts the SAR calibration accuracy. 

https://en.wikipedia.org/wiki/Tropical_and_subtropical_moist_broadleaf_forests
https://en.wikipedia.org/wiki/Amazon_biome
https://en.wikipedia.org/wiki/Amazon_biome
https://en.wikipedia.org/wiki/Amazon_basin
https://en.wikipedia.org/wiki/Brazilian_Amazon
https://en.wikipedia.org/wiki/Peruvian_Amazon
https://en.wikipedia.org/wiki/Amazon_Region_of_Colombia
https://en.wikipedia.org/wiki/Venezuela
https://en.wikipedia.org/wiki/Ecuador
https://en.wikipedia.org/wiki/Bolivia
https://en.wikipedia.org/wiki/Guyana
https://en.wikipedia.org/wiki/Suriname
https://en.wikipedia.org/wiki/French_Guiana
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Figure 4: States of Amazonas - Amazon Rain Forest 

 

Figure 5 shows the Ontario province situated in Canada Boreal Forest. Boreal forests have 

both a fundamental economic and environmental role. Boreal zone consists of Sweden, Finland, 

Russia and Canada. Boreal forests cover almost the entire land surfaces in the northern hemisphere 

between 60° N and 70° N, reaching 50° N in East Siberia and West Canada (SANTORO 2003). 

Canada's Boreal forest comprises about one third of the circumpolar boreal forest that ringed the 

Northern Hemisphere, mostly north of the 50o N. The area is dominated by coniferous forests, 

particularly spruce, with vast wetlands, mostly bogs and fens. The boreal forest zone consists of 

closed crown conifer forests with a conspicuous deciduous element (Canadian Boreal forest n.d.) 

The boreal region is far from being ñjustò a cold area.  Temperatures lie above and below 0 ÁC. 

The monthly average winter temperatures decrease and the summer average increase. Precipitation 

is mainly in the form of snowfall but is remarkably less frequent. As a consequence, the growing 

season for the vegetation is longer in Sweden and Finland, although the growth rate per year is 

bigger in Siberia. (SANTORO 2003). 
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Figure 5: Ontario province, Canada Boreal forest. 

 

4 Data Used 

4.1 Stability analysis for corner reflectors deployed in Surat Basin, Australia 

The following table 1 gives the information of the data used for this study and it is 

downloaded from Alaska data facility- ASF (https://search.asf.alaska.edu/#/). 

Table 1: Data Attributes 

Satellite Sentinel-1B Data type SLC 

Date of 

Acquisition 

25/07/2019, 

06/08/2019 & 18/8/2019 
Polarization HH 

Beam mode Interferometric Wide (IW) 
Latitude,  

Longitude 

27026ô2.4ò S;  

148047ô52.8ò E 

Frequency 5.405 GHz, C-band 
Range 

 Resolution 
2.33 meters 

Looking 

direction 
Right look 

Azimuth  

Resolution 
14.066 meters 

https://search.asf.alaska.edu/#/
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Incidence 

angle 
33.406 degrees 

Data Path & 

Data Frame 
45 & 684 

 

4.2 Data used for radiometric and polarimetric calibration of airborne UAVSAR L-band data.  

Uninhabited Aerial Vehicle Synthetic Aperture Radar (UAVSAR) operates at 1.25 GHz 

frequency which gives fully polarimetric SAR data. UAVSAR carry the radar instrument which is 

in a pod mounted to the fuselage of a Gulfstream III jet as shown in figure 35. The aircraft flies at 

an altitude of 12.5 km and maps a 20 km swath with incidence angles ranging from 250 to 650. 

Fully polarimetric Single Look Complex (SLC) images are available with range and azimuth pixels 

spacing of 1.66 m and 1 m respectively. The data sets are downloaded from 

http://uavsar.jpl.nasa.gov/ the other attributes are Table 2. 

Table 2:  List of precision data files and radar parameters of SLC imagery 

Data 

type 
Data files Rows Columns 

Data acquisition: 28/05/2019 

SLC 

Rosamd_17012_19029_002_190528_L090HH_CX_01.slc 

92253 9900 

Rosamd_17012_19029_002_190528_L090HV_CX_01.slc 

Rosamd_17012_19029_002_190528_L090VH_CX_01.slc 

Rosamd_17012_19029_002_190528_L090VV_CX_01.slc 

Site Rosamond, 

California, USA 
Data frequency 1.2575 GHz 

(L band) 

Looking direction Left Acquisition mode Quad pol (HH, 

HV, VH, VV)  

Byte order Little Endian Complex type F-Complex 

Range Resolution 1.8 m Azimuth Resolution 0.8 m 

Bore sight 90 degree   

 

Table 3: List of precision data files and radar parameters of Multi look imagery 

Data 

type 
Data files Rows Columns 
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Data acquisition: 28th May 2019 

GRD 

Rosamd_17012_19029_002_190528_L090HHHH_CX_01_ML

3X3.grd 

3192 2083 

Rosamd_17012_19029_002_190528_L090HHHV_CX_01_ML

3X3.grd 

Rosamd_17012_19029_002_190528_L090HHVV_CX_01_ML

3X3.grd 

Rosamd_17012_19029_002_190528_L090HVHV_CX_01_ML

3X3.grd 

Rosamd_17012_19029_002_190528_L090HVVV_CX_01_ML

3X3.grd 

Rosamd_17012_19029_002_190528_L090VVVV_CX_01_ML

3X3.grd 

Data frequency 1.2575 GHz 

(L band) 
Acquisition mode Quad pol  

Byte order Little Endian Bore sight 90 degree 

Range Resolution -0.000166680 

degrees 
Azimuth Resolution 0.000166680 

degrees 

 

4.3 Gamma Naught stability analysis carried out for Amazon Rainforest and 

Boreal Forest- Canada. 

Sentinel-1 data specifications 

Sentinel-1 is equipped with a SAR sensor operating at C-band (5.405 GHz). The data 

acquired is level -1 GRD (Ground Range Detected). This product consists of focused SAR data 

that has been detected, multi-looked and projected to ground range using an Earth ellipsoid model. 

Ground range coordinates are the slant range coordinates projected onto ellipsoid of the Earth. 

Pixel values represent detected magnitude. Phase information is lost. (Hub, n.d.) 

GRD products available in three resolutions, characterized by the acquisition mode and the level 

of multi looking applied. Full Resolution, High Resolution, Medium Resolution. Product resolutions 

by mode: Strip Map GRD, Interferometric Wide Swath GRD, Extra Wide Swath GRD. 

 

Table 4: Details of Sentinel-1 data 

Satellite Sentinel-1 

Product Type Ground Resolution Data 
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Sensor mode Interferometric Wide swath (IW) 

Acquisition mode Dual Polarization 

Radar Center Frequency (GHz) 5.404999 

Radar Wavelength(m) 0.055466 

Study Year 2015, 2016,2017 

Spatial Resolution 10* 10 m 

 

Table 5: Details of ALOS 2 PALSAR 2 data 

Satellite ALOS 2 

Product Type HDR 

Sensor mode PALSAR 2 

Acquisition mode Dual Polarization  

Radar Center Frequency (GHz) 1.2 

Study Year 2015, 2016, 2017 

Spatial Resolution 25m * 25m 

 

Softwareôs: Open source software such as PolSARpro V.6.0, ENVI Classic V.5.4 and 

GammaMsys-2 (licensed software) softwareôs were used in this study. 

5 Methodology 

5.1 Stability analysis for corner reflectors deployed in Surat Basin, Australia 

To estimate RCS for each corner reflector and derive image quality parameters using IRF of the 

corner reflector, the following steps are used: 

¶ As the SAR system is linear, for a point target like corner reflector, impulse response function 

was generated to determine the image quality parameters. The location of each corner reflector 

is identified based on peak intensity value of the target from the SAR image.   

¶ To eliminate the influence of background noise present in the pixel containing corner reflector, 

location for the clutter background is selected near to the point target. 
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¶ Theoretical radar cross section „0) of the point target is estimated by using equation 1 which 

is dependent on frequency of the SAR system and size of the corner reflector. 

„         (1) 

 

‗ = radar wavelength (5.4 GHz) 

a = inner leg length of triangular trihedral plate (1.5 m) 

¶ Gamma software generate the impulse response functions for a given corner reflector by area 

integration method based on CR size, shape and theoretical RCS. This method minimizes the 

calibration error caused by the speckle and receiver noises (Shimada 1996).   

¶ Calibration factor k is derived by calculating integrated power of a point target from 

interpolated background corrected intensity image with estimation of incidence angle at each 

corner reflector location.  

Ὧ       (2) 

where, Ὧ= calibration constant of the ith corner reflector, 

         ‐  = energy associated with the point-target,  

      „  = theoretical radar cross section of the corner reflector, 

         — =incidence angle of the ith corner reflector. 

¶ Signal to clutter ratio (SCR) is the ratio between point target energy corrected for clutter and 

average clutter energy per pixel. SCR is determined for each corner reflector and is considered 

when signal to clutter ratio is greater than 20 dB. The corresponding values are then used for 

further analysis of the SAR image. 

¶ Image quality parameters like spatial resolution in range & azimuth direction, Peak Side Lobe 

Ratio (PSLR), Integrated Side Lobe Ratio (ISLR), Signal to clutter ratio are measured. 

¶ Spatial resolution is derived from width of the main lobe at a power level, 3dB width from the 

peak of the impulse response function measured in both azimuth and range direction as shown 

in Figure 6. Azimuth resolution is estimated by using Equation 3 and Range resolution is 

estimated using Equation 4 (Dadhich, et al. 2018). 

Azimuth resolution ”  ;     (3) 

 Range resolution consist of slant range and ground range resolution: 



20 
 

slant range resolution ”   

ground range resolution ”      (4) 

where,  

L = antenna length in azimuth direction 

c=speed of the light 

B=chirp bandwidth 

• = local incidence angle 

¶ PSLR is the power ratio of highest side lobe power to peak power in main lobe, which is power 

resolution between main lobe and side lobe of the IRF (P.V, et al. 2016), as shown in Figure 6 

and the PSLR formulae is given by Equation 5. 

PSLR= 20*log10*(P side-lobe/ P main-lobe)            (5) 

¶ ISLR is the ratio of the integrated side-lobe energy to the integrated main-lobe energy, which 

describes the extent of energy spread around main lobe (P.V, et al. 2016), shown in Figure 6 and 

the ISLR formulae is given by Equation 6. 

            ISLR=20*log10*(side lobe energy/ main lobe energy)   (6) 

 

 

Figure 6: Impulse Response Function in range and azimuth direction © (Dadhich, et al. 2018) 
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5.2 Radiometric and polarimetric calibration of airborne UAVSAR L-band data.  

The below mentioned methodology is followed to achieve the radiometric and polarimetric 

calibration of airborne UAVSAR sensor (L-band) in this work. Primarily the un-calibrated full 

pol. dataset is used to obtain the parameters mentioned in the steps below. 

¶ Absolute calibration constant (A) was estimated using the methodology given in (Alexander, 

Bruce and Brian 2014) and (Shweta, et al. 2017). 

¶ Co-pol. channel imbalance (fi) parameter and co-pol. channel phase difference (ᶮ  ɲ  are 

estimated at each corner reflector. Cross-pol channel imbalance (g) and cross-pol channel 

phase difference ɲ  ɲ  are derived from a sufficiently large homogenous featureless patch 

(distributed target) of the scene. 

¶ Estimated values of A, fi, g, ɲ  ɲ andɲ  ɲ  are used in the correction of the dataset to 

obtain radiometric and phase calibrated dataset. Since phase difference between polarized 

channels (HH and VV) is 1.5º and less than the specified value of 5º, it is assumed that the 

dataset is well radiometrically and phase calibrated. 

¶ Polarimetric signatures are generated using the above corrected dataset, and these signatures 

should match the ideal signature of corner reflector.  

¶ Cross talks (u, v, w, z) and channel imbalance (Ŭ, k) are estimated using the radiometric and 

phase corrected dataset. Queganôs algorithm (Quegan 1994) and Ainsworth algorithm 

(Ainsworth and Ferro-Famil 2006) are best calibration techniques which can be used to 

minimize the cross talks and channel imbalance. In this study, Quegan's algorithm was used to 

generate polarimetric distortion matrix (PDM). 

¶ The above estimated u, v, w, z, Ŭ and k values are then used in the cross talk and channel 

imbalance correction, generating polarimetric calibrated dataset.  

¶ Polarimetric signatures are generated using the above corrected dataset and should match the 

ideal signature of corner reflector. 

 

Polarimetric Target Descriptions 

Radar polarimetry is science of acquiring, processing and analysing the polarization state of an 

electromagnetic wave (Pottier, Lee and Famil 2007). The polarization information contained in 

the backscatter wave is highly related to the targets geometrical structure, orientation and 
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geographical properties such as humidity, roughness and soil conductivity. This characteristic 

information can be completely described by scattering matrix S or coherent matrix T or covariance 

matrix C. 

Scattering Matrix (S) 

SAR system is a high-resolution radar capable of measuring the complex form of reflectivity of 

the target. A SAR image represents the scattering matrix element Spq in complex form or radar 

cross section ůpq in terms of intensity for the receive (q) and transmit (p) waves of the radar 

(Freeman 1995). The horizontal and vertical components helps to describe electromagnetic wave 

(E) and given by Error! Reference source not found.7: 

Ὁ

Ὁ
 

Ὓ Ὓ
Ὓ Ὓ

Ὁ

Ὁ
    (7) 

Where, 

 i = electric field vector of the incident wave. 

s = electric field vector of the scattered wave. 

k0 = wavenumber of the illuminating wave. 

R = radar distance between target and radar antenna. 

 The four elements of the scattering matrix are complex and these elements are measured 

from the magnitudes and phases measured by the four channels of a polarimetric radar. These 

scattering properties vary with frequency and look angle of the radar. For linear polarization the 

scattering matrix (S) is measured using two polarized antennas and as defined by Error! 

Reference source not found.8, which is a 2x2 matrix: 

Ὓ  
Ὓ Ὓ
Ὓ Ὓ

     (8) 

The intensity in the cross-polarization terms is much lesser than the co-pol terms, which is 

influenced by background and instrument noise. In case of mono-static configuration, scattering 

matrix is assumed symmetrical, reciprocity theorem SHV = SVH is applied, and has three 

independent elements in a full polarimetric system. In case of bi-static configuration, scattering 

matrix is not symmetric. Various polarimetric features can be derived from the scattering matrix 
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or vector. The scattering matrix is transformed into scattering vector on Pauli basis and used for 

decomposition techniques and is given by Error! Reference source not found.9. 

Scattering vector, ὠ  
Ѝ

Ὓ Ὓ
Ὓ Ὓ
ςὛ

   (9) 

Covariance (C) and Coherency (T) Matrices 

The covariance and coherence matrices are derived from scattering matrix. It explains the relation 

between received signals in the channels of polarimetric radar and describes the scattering 

properties of the target. In mono static condition, reciprocity symmetry is assumed and 3x3 

matrices were obtained such as Equation 112 and Error! Reference source not found.. In case 

bi-static, symmetry cannot be assumed, and 4x4 matrices were obtained such as Error! Reference 

source not found.13 and Error! Reference source not found.15.  

A covariance or coherence matrix is a second order statistics of scattering matrix elements and it 

is Hermitian semi definite positive matrix. These matrices are constructed from a unitary target 

vector obtained from the projection of a scattering matrix onto a reduced and modified Pauli spin 

matrix set. 

 

Covariance Matrix 

System vectors such as 10 and Error! Reference source not found. are constructed from the 

backscattering matrix [S], that helps to extract information of the target. The matrix is based on 

lexicographic combinations of scattering matrix elements. The factor Ѝς  helps to keep the norm 

of the target vector invariant, which is equal to the total power scattered by the target. (Pottier, 

Lee and Famil 2007) 

Ὧ  Ὓ    Ὓ Ѝς Ὓ ]      (10) 

Ὧ  Ὓ    Ὓ Ὓ Ὓ ]      (11) 

[C3] = Ὧ Ὧ  = 

ȿὛ ȿ ЍςὛ Ὓᶻ

ЍςὛ Ὓᶻ ςȿὛ ȿ

Ὓ Ὓᶻ ЍςὛ Ὓᶻ

Ὓ Ὓᶻ

ЍςὛ Ὓᶻ

ȿὛ ȿ

   (12) 

Equation 1. Covariance 3x3 matrix for mono-static case 
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Where * represents the conjugate and ɖ represents the conjugate transpose. 

[C4] = Ὧ Ὧ  = 

ụ
Ụ
Ụ
Ụ
ợ
ȿὛ ȿ Ὓ Ὓᶻ

Ὓ Ὓᶻ ȿὛ ȿ
Ὓ Ὓᶻ Ὓ Ὓᶻ

Ὓ Ὓᶻ

Ὓ Ὓᶻ

ȿὛ ȿ

Ὓ Ὓᶻ

Ὓ Ὓᶻ

Ὓ Ὓᶻ

Ὓ Ὓᶻ Ὓ Ὓᶻ Ὓ Ὓᶻ ȿὛ ȿ Ứ
ủ
ủ
ủ
Ủ

  (13) 

Coherency Matrix 

Coherency matrix is obtained from scattering matrix in Pauli basis form and same as the 

covariance matrix.  

[T3] = Ὧ Ὧ  = 

ȿὛ Ὓ ȿ Ὓ Ὓ Ὓ Ὓ ᶻ

Ὓ Ὓ Ὓ Ὓ ᶻ ȿὛ Ὓ ȿ
ς Ὓ Ὓ Ὓ ᶻ ς Ὓ Ὓ Ὓ ᶻ

ς Ὓ Ὓ Ὓ ᶻ

ς Ὓ Ὓ Ὓ ᶻ

τ ȿὛ ȿ

  

(14) 

[T4] = Ὧ Ὧ  = 

ụ
Ụ
Ụ
ợ
Ὕ Ὕ

Ὕ ᶻ Ὕ

Ὕ ᶻ Ὕ ᶻ

Ὕ
Ὕ
Ὕ

Ὕ
Ὕ
Ὕ

Ὕ ᶻὝ ᶻὝ ᶻὝ Ứ
ủ
ủ
Ủ

   (15) 

The Eigen values of the above matrices are positive, real semi definite Hermitian (Pottier, Lee and 

Famil 2007). Span of the data is defined as the sum of the diagonal elements is proportional to the 

total received power from the polarimetric channels. The first diagonal elements of the matrices 

give the single bounce scattering information, the second diagonal elements give double bounce 

scattering information and third diagonal elements gives information about volume scattering. 

Radiometric and Phase Calibration 

While applying the radiometric correction, two types of error occurs (a) SAR cross track 

antenna pattern error due to wrong measurement in the elevation angle between the radar and pixel 

location and (b) error in the slant range to ground range project of the pixel area due to misreading 

in the local incidence angle of that particular pixel (Freeman 1995). The correction for the above 

two errors are applied to the dataset and are distributed by the JPL/NASA. Radiometric correction 
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is to convert image pixel values into normalized radar cross section („ὧὶ) from Equation 13 which 

is an important goal in calibrating SAR images and estimated. Phase calibration is to minimize the 

phase bias present in both co-pol and cross-pol channels. Neglecting the cross talks and channel 

imbalances, radiometric and phase calibration is applied to the datasets as per Equation 16. 

Ὓ ὃ 
ίὪὩᶮȟ ᶮȟ ί Ὡᶮȟ ᶮȟ

ί ὪὫὩᶮȟ ᶮȟ ί Ὡᶮȟ ᶮȟ
   (16) 

Where, Ὓ = radiometric and phase calibrated scattering matrix from transmitted polarization ótô 

and received polarization órô. 

Svv, Shh, Svh, Shv = observed scattering matrix   

A = absolute calibration factor 

f = co-pol channel imbalance parameter 

g = cross-pol channel imbalance parameter 

ᶮȟ  = phase error in-current when transmitting or receiving polarization ójô 

After removal of the arbitrary phase, Equation 16 reduces to Equation 17 

Ὓ ὃ 
ίὪὩᶮ ᶮ ί Ὡᶮ

ί ὪὫὩᶮ ί
    (17) 

 

Where, ɲ  ɲ ȟ  ɲȟ ; ᶮ  ɲ ȟ  ɲ ȟ 

 Estimation of Absolute Calibration Parameter (A): 

Absolute calibration parameter (A) is the calibration factor relating the SAR image 

intensity and radar cross section of the target (Masanobu, et al. 2013). It is obtained using Equation 

18 (Alexander, Bruce and Brian 2014) and Equation 19 (Ronald, Elaine and Alex Fore 2015). 

■▫▌
Ɑ╬►

▼▐▐▼▐▐
ᶻ  ■▫▌═    (18) 

„ὧὶ=4“ὰ4/‗2 [  (—ὧὶ, ‰ὧὶ) ī 2/  (—ὧὶ, ‰ὧὶ)]2  (19) 

Where, „ὧὶ = RCS of a triangular trihedral corner reflector 

  (—ὧὶ, ‰ὧὶ) =cos—ὧὶ+ (sin‰ὧὶ+cos‰ὧὶ) sin—ὧὶ 

—ὧὶ: Incidence angle relative to the triangular trihedral corner reflector 
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‰ὧὶ: Azimuth angle relative to one of the vertical side of the corner reflector (max. response of the 

corner reflector is at 45 deg.) 

‗: Wavelength of the radar signal 

L = length of inner side of the triangular corner reflector (2.4384 meters) 

 

Estimation of co-pol channel imbalance (f) and phase difference phi_t 

Co-pol channel imbalance parameters f and ᶮ  ɲ are estimated using equation 14 for 

each corner reflectors and mean value of them is considered as effective value. Phase anomaly 

ᶮ  ɲ  between HH and VV polarizations are estimated using equation 15 

█  
▼○○▼○○

ᶻ

▼▐▐▼▐▐
ᶻ

Ⱦ

    (20) 

▼ɲ ἩἺἯ ▼○○▼▐▐
ᶻ     (21) 

Where, ɲ ▼ ◄ɲ  ɲ► 

 

Estimation of cross-pol channel imbalance (f) and phase difference phi_r 

Cross-pol channel imbalance parameters g is estimated using homogenous distributed 

target of 700 x 700 pixels from the image as per equation 22 and phase anomaly ɲ  ɲ  between 

HV and VH polarizations are estimated using equation 23. 

▌  
▼▐○▼▐○

ᶻ

▼○▐▼○▐
ᶻ

Ⱦ

      (22) 

 

▀ɲ ἩἺἯ ▼▐○▼○▐
ᶻ

    (23) 

Where, ɲ ▀ ◄ɲ  ɲ► 

Phase anomaly at transmission ◄ɲ and reception ɲ► is estimated using equation 21 and equation 

23  

◄ɲ  
▼ɲ ▀ɲ

ς
 



27 
 

►ɲ  
▼ɲ ▀ɲ

ς
 

Polarimetric Calibration 

Polarimetric SAR data calibration is an important process to ensure accurate extraction of the 

geophysical properties of the target. Calibration is required to understand polarimetric signatures 

of the target and also to compare observations between scenes and theory (Quegan 1994). To 

transform data into quantitative parameter such as biophysical or geophysical properties, it is 

necessary to assure that dataset is not contaminated. The distortion matrices which is estimated 

express the polarimetric transformation between transmission and reception using channel 

imbalance and cross talks (Chen, Tao and Xueliang 2011). In Airborne SAR system, the cross talk 

is range dependent and cannot be neglected which becomes an important step for the polarimetric 

calibration procedure. Well established Quegan and Ainsworth cross talk correction models are 

available and detailed description of these models are defined in the following sections. 

 

 Distortion Models-Queganôs Algorithm 

The calibration algorithm proposed by Quegan is more general approach and widely used 

as standards for cross talk calibration of the polarimetric data. This unified approach has been 

applied to the scattering matrix and it relies on the scene dominated targets. The algorithm requires 

unsymmetrical data and uses quantities derived from the covariance matrix. It permits ready 

interpretation of the terms in the calibration procedure without system reciprocity assumption. The 

following are the assumptions are used to perform cross talk calibration. The acquired dataset is 

fully polarimetric and available in the form of the scattering matrix. 

1) The observed scattering matrix can be modeled as a linear system. 

2) Scattering reciprocity is satisfied unless the target is physically altered Sij = Sji. 

3) In case of distributed targets, cross polarized channels are not correlated ộὛὛᶻỚ 0. 

4) The off diagonal terms of the matrices [R] and [T] are small compared to the diagonal 

terms. 

 

The systems effects are modeled by two stage linear process so that observed data matrix S can 

be written as 
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S = RST + N 

Where, R and T are phase and amplitude distortions introduce on receive and transmit and N is 

system noise. The above expression can be rewritten as 

[S] = [M][S] + [N]  

Where, 

[S] = observed scattering matrix in the form of (SHH, SHV, SVH, SVV) T 

[S] = True scattering matrix in the form of (SHH, SVH, SVV) T 

[M] = Distortion matrix of dimension (4x3) 

[N] = System noise matrix (NHH, NHV, NVH, NVV) T 

Due to condition (3) and (4), the region being calibrated is dominated by targets for, which the 

vector S of the covariance matrix ộὅỚ gets reduced to (24) 

ộὅỚ
„ π ”
π „ π
”ᶻ π „

     (24) 

Where,  

ů ij = ộὛὛᶻỚ;    ɟ = ộὛ ὛᶻỚ  ộὛ Ὓᶻ Ớz 

Now, observed covariance matrix (C) of [S] is given by (25) ignoring system noise    

C = MὅMɖ       (25) 

Where Mɖ is the conjugate transpose of M 

Distortion matrix can be expressed as 

M = Y 

‌ ὺ ‌ύ ὺύ
‌ό ‌ ὺ
‌ᾀ ρ ύ
‌όᾀό  ‌ᾀρ

Ὧ π π
π Ὧ π
π π ρ

    (26) 

This distortion matrix consists six unknowns u, v, w, z are the complex crosstalk parameters and 

‌, k are the complex channel imbalance parameters. u, v, w, z can be obtained from equation (27) 

 

u = (ὅ ὅ - ὅ ὅ ) / ȹ 

v = (ὅ ὅ - ὅ ὅ ) / ȹ 

                                                 z = (ὅ ὅ - ὅ ὅ ) / ȹ (27) 

 w = (ὅ ὅ - ὅ ὅ ) / ȹ 

    ȹ = ὅ ὅ ȿὅ ȿ 
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The term ‌ can be derived as shown in equation (28), assuming the random noises in cross 

polarized channels are equal, i.e. NVH = NHV 

 

‌  
ȿ‌‌ȿ ρ  ȿ‌‌ȿ ρ τȿ‌ȿ

ςȿ‌ȿ

‌

ȿ‌ȿ
 

‌   

‌  
ὢᶻ

ὅ ᾀzὅ ύzὅ
 

                                                           X = ὅ  ᾀὅ ύὅ  

                                                  k = 
Ѝ

 

Polarimetric signatures 

Polarization signature is defined as a plot of the backscattered power received from the 

target (corner reflector) as a function of the polarization of the incident wave and backscattered 

electromagnetic wave. It helps in visualization and analysis of backscatter behaviour of a target 

(Polarimetric Analysis of Airborne DLR-ESAR for Vegetation Characterization 2012). The 

polarization of a wave is described by four independent variables: 

(a) Elliptici ty of the incident wave 

(b) Orientation of the incident wave  

(c) Ellipticity of the backscattered wave 

(d) Orientation of the backscattered wave. 

Only two variables either ellipticity and orientation of the incident wave/ backscattered wave are 

used at a time to portray the co-pol and cross-pol signatures.  

In co-pol case, the polarization of the scattered wave is same as polarization of the incident 

wave, while for the case of cross-polarization, the polarization of the scattered wave is orthogonal 

to the polarization of the incident wave. Co-polarization signature of ñridge shapeò and Cross-

polarization signature of ñvalley shapeò are generated due to change in ellipticity sign of the 

polarimetric data. For linear polarization, the co-pol response is unity and cross-pol response is 

zero. These signatures help in identifying different surface scatterer. 

(28) 
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The polarimetric signature can be generated using electromagnetic wave synthesis. The 

synthesised scattering matrix ([Sίώὲ]) can be generated from the actual scattering matrix ([S]) 

with respect to varying ellipticity angle (…) and orientation angle (‪). 

Ὓ Ὑ ὛὙ  

Where, 

Ὑ
ὧέίʕ ίὭὲʕ
ίὭὲʕ ὧέίʕ

;  [Ὑ  
ὧέίʔ Ὦ ίὭὲʔ
Ὦ ίὭὲʔ ÃÏÓʔ

 

 

5.3 Gamma Naught stability analysis carried out for Amazon Rainforest and 

Boreal Forest- Canada. 

Stability evaluation of the gamma naught values for Amazon Rain Forest and Boreal forest: 

- Rain forest is a uniform, distributed and reference target for relative (range and azimuth antenna 

pattern determination) and absolute calibration target. Reflectivity estimates (sigma or gamma 

naught) are calculated which helps to understand the stability over Amazon rainforest. To calculate 

gamma naught values, the below mention equation (29 & 30) is used.  

ⱭЈ  ἴἷἯộ╓╝Ớ ╒╕     (29) 

ɔÁ = ůÁ / cos ű  (30) 

DN = digital number of the intensity image. 

CF = calibration factor, -83.0 dB 

The following procedure is used to calculate gamma naught values for both C and L band data: 

common area shared by both C and L band data was selected. The coordinates for Amazon 

rainforest are 49058ô34ôô N, 84000ô00ôô W; 50059ô54ôô N, 84059ô57ôô W and Boreal forest are 

49058ô34ôô N, 84000ô00ôô W; 50059ô54ôô N, 84059ô57ôô W. Pre-processing of data is required to 

apply gamma naught formula. Calibration is the important step providing the pixel values that are 

directly related to the radar backscatter of the scene. Though un-calibrated SAR imagery is 

sufficient for qualitative use, calibrated SAR images are essential for quantitative use of SAR data. 

For performing the calibration step, following equation is used: 

Value (i) =  
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where, value (i) = original DN 

Ai = dn(i), Gamma Naught 

For masking out the water pixels, two methods can be utilized:  

o Based on the intensity values: In this method, histogram is generated for the intensity image and 

from the histogram, minimum value was used to select water pixels. Either sigma naught or 

gamma naught may be used to select water pixel. The condition applied is ñIF Sigma_VV < 

1.25E-2 then 1 else 0ò. This condition selects the water pixels. 

o Based on sample water pixelsô histogram: In this method, samples of water pixels are selected 

and histogram is generated. The threshold values observed were pixels, which lie between -27 

dB to -12 dB.  

In this study, water pixels were masked out by using histogram method. The steps explained above 

is shown in Figure7. Figure 8 shows water pixels and wetland pixels masked. The intermediate 

layer contains only forest pixels i.e., without water, which is used to calculate gamma naught 

values. The calculated gamma naught values are in linear scale which is converted to decibel scale 

for further observations. 

 

Figure 7: Flow-chart showing methodology 
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Showing water pixels Showing water and wetland pixels 

  

Figure 8: Left image shows the selection of water pixels based on water threshold and right 

image show the selection of wet land soil and water pixels based on intensity values. 

 

6 Results & Discussion 

6.1 Stability analysis for corner reflectors deployed in Surat Basin, Australia 

Estimation of Signal to Clutter ratio (SCR) and RCS 

The sentinel-1 c-band data of 25th July 19, 06th August 19 and 18th August 19 are used for 

estimation of RCS, calibration constant, PSLR, ISLR, azimuth and range resolutions. 

 

Signal to Clutter ratio (SCR) 

 It is defined as the ratio between peak power in the target impulse response to the mean 

background clutter power. The background targets surrounding corner reflector has their own 

backscatter which influence the impulse response of the corner reflector. The unwanted 

background noise and background scattering from the other objects is termed as clutter. Table 6 

contains pixel values of the clutter used for the IRF analysis. This clutter and noisy environment 

should be considered while estimating the impulse response of the corner reflector, to obtain 

backscattered energy of the corner reflector without clutter energy from other objects.  SCR can 

be calculated using the formulae given by Equation 31 and fig 9 shows the signal to clutter ratio 

derived for each corner reflector. 
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        ὛὅὙ                                                                                                 (31) 

where, 

„ = backscattered energy of the corner reflector, 

 „ὃ = mean backscattered energy of the clutter. 

 

Table 6: Details of clutter used for RCS estimation 

Clutter_ ID  Sample Lines Clutter_ ID  Sample Lines 

C1 18953 530 C6 8761 4538 

C2 18823 1824 C7 11961 7367 

C3 12462 1057 C8 3459 3139 

C4 8784 1765 C9 3484 1247 

C5 7744 2329    
 

Table 7 contains the pixel values of each corner reflector location, derived from SLC HH pol. data 

for the considered study period (25th July 19, 06th & 18th August 19) and are used for RCS 

estimation. The signal to clutter ratio for each corner reflector and RCS differences were estimated 

and given in Table 8 and Table 9. It is observed that difference between estimated RCS and 

theoretical RCS to be less than 1 dB (Figure 10).  The mean RCS was found to be 37.84 ± 0.334 

dB which is maintained for each CR except CR40. For CR40 abrupt change in incidence angle and 

signal to clutter ratio was observed (Figures 11 & 9). The high RCS difference at CR40 is due to 

high impulse response whose RCS for the CR is 40 dBm2 and is used for ASAR sensor (5.3 GHz) 

calibration (Thankappan, Williams and Dawson 2011). The temporal variation in signal to clutter 

ratio are found to be greater than the specified value of 20 dB. Higher SCR value was noticed for 

CR40 whose estimated RCS value is greater than other CR RCS values, which also corresponds 

to brightness of CR of 45 dBm2 at c-band. The mean SCR was found to be 35.55 ± 1.94 dB.  

**ASAR sensor operates at 5.3 GHZ frequency. The incidence angle of this ASAR is around 15- 

45 degrees with 5 to 8.4 meter azimuth resolution and 9.5 to 4.8 meter resolution for IMS and APS 

mode respectively (Thankappan, Williams and Dawson 2011). 
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Table 7: Corner reflector locations in SLC image for diff. dates 

CR_ID Sample Lines Sample Lines Sample Lines 

 25th July 2019 06th August 2019 18th August 2019 

CR19 18985 486 18987 486 18995 484 

CR27 18835 1850 18837 1849 18844 1847 

CR30 12440 1101 12443 1101 12449 1098 

CR36 8770 1812 8772 1812 8779 1810 

CR37 7784 2317 7786 2316 7793 2314 

CR38 8795 4545 8797 4545 8803 4541 

CR40 12020 7356 12022 7356 12028 7353 

CR41 3500 3153 3502 3150 3508 3149 

CR42 3524 1264 3527 1263 3532 1261 

 

Table 8: Estimation of SCR for each CR 

CR_ID 
Clutter  

ID 

Incidence 

angle (deg.) 

Signal to Clutter ratio (in dB) 

25th July 2019 
06th August 

2019 

18th August 

2019 

CR19 C1 35.716 34.420 34.438 36.103 

CR27 C2 35.678 37.722 36.608 36.701 

CR30 C3 33.983 31.862 32.034 30.577 

CR36 C4 32.950 36.993 36.261 35.008 

CR37 C5 32.663 36.105 38.663 37.727 

CR38 C6 32.957 36.919 35.949 35.076 

CR40 C7 33.867 42.140 40.679 41.400 

CR41 C8 31.375 35.467 34.836 34.106 

CR42 C9 31.383 36.711 36.833 36.195 
 

 

Table 9: Estimation of RCS and its difference 

CR_ID 
Clutter 

ID 

Incidence 

angle 

(deg.) 

Estimated 

RCS 

(dB) 

Theoretical 

RCS  

(dB) 

Estimated 

RCS 

(dB) 

Theoretical 

RCS  

(dB) 

Estimated 

RCS 

(dB) 

Theor

etical 

RCS 

 (dB) 

25th July 2019 06th August 2019 18th August 2019 

CR19 C1 35.716 38.168 0.210 38.188 0.190 38.182 0.196 

CR27 C2 35.678 37.663 0.715 37.834 0.544 37.695 0.683 
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CR30 C3 33.983 37.270 1.108 37.432 0.946 37.179 1.199 

CR36 C4 32.950 38.399 -0.021 38.465 -0.087 38.241 0.137 

CR37 C5 32.663 37.601 0.777 37.982 0.396 37.731 0.647 

CR38 C6 32.957 37.693 0.685 37.844 0.534 37.621 0.757 

CR40 C7 33.867 45.039 -6.661 44.861 -6.483 45.149 
-

6.771 

CR41 C8 31.375 38.127 0.251 37.978 0.400 37.879 0.499 

CR42 C9 31.383 37.608 0.770 37.862 0.516 37.596 0.782 

 

 

 

`  

Figure 9:  SCR of each CR estimated using SLC HH pol data 
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Figure 10: Difference between theoretical RCS and estimated RCS for HH pol. 

 

 

Figure 11: Incidence angle of each CR obtained from SLC HH pol data. 
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negligible thermal noise and background reflectivity. Impulse response functions are generated for 

each corner reflector for all the SAR images acquired. IRF are generated from GAMMA software 

based on integral method. Target window size of 16*16 and clutter window size of 8*8 are used 

to generate IRF. The following figures show two dimensional IRF of each corner reflector for the 
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considered time period which is a sin function of main lobe and many secondary lobes. To estimate 

spatial resolution, ISLR, PSLR of a corner reflector, the IRF is measured in both azimuth and 

range direction. 

 

Spatial resolution: It is defined as between two objects on the ground, when the targets appear 

clear and distinct. It is derived from width of the main lobe at a power level, 3dB width from the 

peak of the impulse response function (Figure 6), measured in both azimuth and range direction 

as detailed in Table10. The ideal spatial resolution of a SAR system is given in the product file 

and is compared with the estimated value obtained from impulse response function of a target. The 

azimuth and range resolution can be obtained by using the below Equation (3) and (4). 2.33 meters 

and 14.06 meters are the specified range and azimuth resolutions respectively. Difference between 

specified resolution and estimated resolution for azimuth and range resolution is determined as 

shown in Figure 21. The Figures 13 ï 20 show response of CRôs used in this study and their 

impulse response functions. 
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Figure 12: IRF for CR19 on 25th July, 06th Aug, 18th August 2019 using SLC HH polarization data.
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Figure 13: IRF for CR27 on 25th July, 06th and 18th August 2019 using SLC HH polarization data. 
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Figure 14: IRF for CR30 on 25th July, 06th and 18th August 2019 using SLC HH polarization data 
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Figure 15:  IRF for CR36 on 25th July, 06th and 18th August 2019 using SLC HH polarization data. 
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Figure 16: IRF for CR37 on 25th July, 06th and 18th August 2019 using SLC HH polarization data. 
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Figure 17:  IRF for CR38 on 25th July, 06th and 18th August 2019 using SLC HH polarization data. 
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Figure 18:  IRF for CR40 on 25th July, 06th and 18th August 2019 using SLC HH polarization data 
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Figure 19: IRF for CR41 on 25th July, 06th & 18th August 2019 using SLC HH polarization data. 
























































































































